.s"\) g‘b
jica ;

R4-07/12/2012

JAPAN INTERNATIONAL COOPERATION AGENCY (JICA) ASSISTED
YAMUNA ACTION PLAN PHASE - 11l PROJECT IN DELHI UNDER THE
NATIONAL RIVER CONSERVATION PLAN
(ID-P215)

PREQUALIFICATION OF CONTRACTORS
FOR

REHABILITATION OF TRUNK SEWER NO.5 AND JHILMIL COLO NY SEWER OF
SIZES VARYING FROM 1600MM TO 2100MM DIA. IN KONDLI ZONE BY GRP
STRUCTURAL LINING METHOD UNDER YAP (llI)

ON
INTERNATIONAL COMPETITIVE BIDDING

REFERENCE ID NO: PQ —-YAP (lll) (K-2/2012-13)

ISSUED ON: 07-12-2012

/""“) T,
()
u‘t‘:’ e
NJS Consultants Co. Ltd.

Executive Engineer [C] DR. X In Consortium with
Delhi Jal Board AECOM-TTI & NJSEI
Jagriti SPS PMC - YAP(II) Project
Near Karkari Crossing 1203-1204, New Delhi House
Delhi-110 092

Barakhamba Road
New Delhi — 110 001
Telephone/Fax.: 011-45840008



Table of Contents

Invitation for Prequalification (IFP) ... e 1
PART 1 — Prequalification ProCedures ... 4
Section |. INStructionNs t0 APPLICANTS ... e eeeee e 5
F N €= T - LT TPTTTTT 6
B. Contents of the Prequalification DOCUMENTS......... .o 8
C. Preparation of APPHCALIONS .........eiiiiceeeee ittt e e e e 9
D. SUbMISSION Of APPIICALIONS .......uuteetet e eeeeeeeeeteeteeteeteebeebesseesbeseeebbmeeeeeeeeeeeeeeeeeeeeees 10
E. Procedures for Evaluation of APpliCAtIONS -.c.oc..eviiiiiiiiiiiiiiiiiiiiiieieeiee e 11
F. Evaluation of Applications and Prequalificati@hApplicants .............cccccovviiiniiiiinnnns 11
Section Il. Prequalification Data SNEet ... ittt 13
Section Ill. Qualification Criteria and ReqUIrEMEBNT...........uuuuuumiinie e s e 17
O = o 1 o1 1 OO PPPRPRT 18
2. Historical Contract Non-Performance..........ooeeeeee e 19
3. FINANCIAI STUATION ....eiiiiiiiiiiiiiie o et e e e e e e e e e eeeeaeeas 20
(1= =T Lot PP PPPPPPPPPPPP 21
Section V. ApPlICAtioN FOIMMS ....cooo i 23
Application SUDMISSION FOMM ... oottt 24
Form ELI -1.1-Applicant INformation FOIM ... .. 25
Form ELI -1.2- Applicant Partner Information FOIm.............cccccvvviiiiiiiiiiiiiiieiiiiieeeaee 26
Form CON — 2-Historical Contract NON-PerformanCe..........cccccovviiiiviineiiee e, 27
Form FIN — 3.1- Financial SItUALION ..........ceem it 29
Form FIN - 3.2- Average Annual Construction TUIMIONVE. .......ccoevviiiiiiiiiieeiee e 31
Form EXP - 4.1-General Construction EXPerieNCeu ... . uruurmreiiiiiiiiieesseee e snaenenes 32
Form EXP - 4.2(a)-Specific Construction EXPeriencCe..........cccccvvvvviviieiiiiiiiiieieiiieenneeenn 33
Form EXP - 4.2(a)-Specific Construction EXperief@mt.) ...........cccevveviieiiniieiieieeeee, 34
Form EXP - 4.2(b)-Specific Construction Experiemc&ey Activities ............ceeeeeeeeeeennn. 35
Form EXP — 5- Format for Experience CertifilCateS. . ......coouvieriiiiiiiiiiie s 36
Form — 6- Format for AffIAAVIt...........oooi e 37
Form — 7- Minutes of Clarification Meeting issuegiDJIB.................uuvueieimimiiiniiiiiniiennnne. 38
Annexure — I: Format for Seeking ClarifiCation caee.........eevvieiiiiiiiiiiiiiiiiiiiiiieiieeeeeee e 39
Section V. List of Eligible Countries of JapanedBAOL0aNS .........ccoeeeeeeereeeieieeeeee e 40
PART 2 — WOrKS REQUIFEMENLS ...ttt e e e e e e e e e e e e e e aaeaaaeees 41
Section VI. SCOPE Of WOTKS...... .. eeee ettt e e ee et e e e e e eeeeeeeeeeeeeeees 42
1. Description of the WOTKS ..o 43
2. CONSLIUCLION PEOIOM .....uuiiiiiiiiiiiiitiit e eee e a7

IS (3= 1 1[0 O { a1 g D L= | r- TR 47



Invitation for Prequalification 1

Invitation for Prequalification (IFP)

Date - 07-12-2012

Name of Country - India

Loan Agreement No - ID-P215

Package Nan — Renhabilitation of Trunk Sewer No.5 and Jhilmil Ggl&Gewer of sizes varying

from 1600mm To 2100mm Dia. in Kondli Zone by GRBctiral Lining
Method under YAP (l11)

Reference ID No —  PQ-YAP (lll) (K-2/2012-13)

1. National River Conservation Directorate (NRCD), Miny of Environment and Forests (MOEF),
Government of India (Gol), the borrower, has reedina loan from Japan International Cooperation
Agency (JICA), amounting to JPY 32,571 million tods the cost of Yamuna Action Plan Project
(1) (YAP 111) for which loan agreement was signed 17" February, 2011.

2. The Delhi Jal Board (hereinafter referred to as Employer”) intends to prequalify contractors awrd/
firms for

‘REHABILITATION OF TRUNK SEWER NO.5 AND JHILMILCOL  ONY SEWER OF
SIZES VARYING FROM 1600MM TO 2100MM DIA. IN KONDLI ZONE BY GRP
STRUCTURAL LINING METHOD UNDER YAP (lll)”

3. It is expected that Invitation for Bids will be neoh April 2013.

4, Prequalification will be conducted through predfigdition procedures specified in the Guidelines for
Procurement under Japanese ODA Loans, March 20@Rjsaopen to all applicants from eligible
source countries, which are all countries and atHh&#\'s sample bidding documents shall be applied
at the bidding stage.

5. Interested eligible Applicant may obtain furthefoimation from and inspect the Prequalification
Document at the address given below frbtrD0hrs to 16:00 hrs.

6. Applicants may download the Prequalification Docomdrom Delhi Jal Board's website
www.delhijalboard.nic.inunder “Expression of Interest” link frofd7-12-2012to 18-02-2013up to
14:45 hrsupon payment of a nonrefundable fee of 10,000 (RI® USD).

The applicants shall directly deposit the non rdélsle document fee in the DJB A/C 90231010000077
at Syndicate Bank, Rani Jhansi Road Branch, NewiOQ#SC/NEFT Code NO. SYNB0009023)

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



Invitation for Prequalification 2

atleast one day prior to the clarification mee.

In the event, the applicant deposits the amounCash /Demand draft/Banker's Cheque to the
afore-mentioned designated account of DJB, thegididall carry the original copy of deposit slipaas
proof of deposit for document fee at the time tdrading the clarification meeting.

In event, the applicant deposits the amount usiegdkESC/NEFT facility, the applicant shall carrgth
IFSC/NEFT customers payment confirmation as a pofadeposit for document fee at the time of
attending the clarification meeting

The applicant shall submit the copy of deposit slipthe copy of IFSC/NEFT customer payment
confirmation slip in separate & sealed envelopen@hith the application.

7. Applicants will be advised, in due coursd, the results of their applications. Only suc
applicants who are prequalified under this proceduill be invited to submit the technical and
financial bid.

8. A clarification meeting will be held by the undepsed at11:00 hrson 04-01:2013to clarify any
gueries that prospective applicants may have amchthutes of the meeting issued by the undersigned
should be attached to the prequalification docurmapoh submission as per Form — 7. All queries can
be sent and emailed to the address and emailidlas, before the clarification meeting in the fatm
as specified in Annexure — I: Format for Seekingrification.

9. The Applicant shall submiEour hard copies (1 Original + 3 Copiesand Three Soft Copiesof
Prequalification document (with continuous page bering) in sealed envelope, either by hand, by
courier or by registered mail to the address mastidbelow:

EXECUTIVE ENGINEER [C] DR. X
DELHI JAL BOARD,

JAGRITI SPS,

KARKARDOOMA CROSSING,
DELHI-110092

And be clearly marked :

Application to prequalify for JICA Assisted Yamuna Action Plan Project (lI)- “Prequalification
for “Rehabilitation of Trunk Sewer No.5 and JhilmilColony Sewer of sizes varying from 1600mm To
2100mm Dia. in Kondli Zone by GRP Structural Lininglethod Under YAP (l11)”

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



Invitation for Prequalification

The deadline for application submission is:

Date:18-02-2013
Time: 15:00 hrs

New Delhi Executive Engineer [C] Dr. X
Date -07-12-2012 Delhi Jal Board
Email: eecd10.djb@nic.in

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



PART 1 — Prequalification Procedures

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



Section I. Instructions to Applicants

Section I. Instructions to Applicants

Section |, Instruction to Applicants (ITA) specifithe procedures that regulate the
prequalification process. In case of any inconsiste with respect to any clause in
Section —I, Instruction to Applicants, clause irctgm Il, Prequalification Data Sheet
(PDS) will prevail

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



Section I. Instructions to Applicants 6

1. Scope of 11
Application

2. Source of Fund: 2.1

2.2

2.3

3. Fraud and 3.1
Corruption

4. Eligible 4.1
Applicants

A. General

In connection with the Invitation for Prequalifiga indicated in Section |
Prequalification Data Sheet (PDS), the Employededimed in the PDS issues
these Sample Prequalification Documents (SPD) tpliéants interested in
bidding for the Works described in Section VI, Seap Works. The reference
identification number of the contractpsovided in the PDS

The Borrowelindicated in the PDS has receiveda JapanesODA Loan from
Japan International Cooperation Agency (hereinatégrred to as “JICA”),
with the number, in the amount, and on the sigrad df the Loan Agreement
indicated in the PDS towards the cost of the proje@med in the PDS The
Borrower intends to apply a portion of the proceefilshe loan to eligible
payments under the contract(s) resulting from thlibg for which this
prequalification is conducted.

Disbursement of a Japanese ODA Loan by JICAbeikubject, in all respects,
to the terms and conditions of the Loan Agreemanhiding the disbursement
procedures and “Guidelines for Procurement undesirilese ODA Loans”. No
party other than the Borrower shall derive anytsghom the Loan Agreement
or have any claim to loan proceeds.

The above Loan Agreement will cover only pédithe project cost. As for the
remaining portion, the Borrower will take appropeianeasures for finance.

It is JCA’s policy to require thaBidders and Contractc, as well a:Borrower:
under contracts funded with Japanese ODA Loanso#mgl Japanese ODA,
observe the highest standard of ethics during tbeupement and execution of
such contracts. In pursuance of this policy, JICA:

(a) will reject a proposal for award if it deterraithat the Bidder recommended

for award has engaged in corrupt or fraudulenttfm@g in competing for the
contract in question;

(b) will recognize a Bidder or Contractor as inillg, for a period determined

by JICA, to be awarded a contract funded with Japar©ODA Loans if it at
any time determines that the Bidder or the Contratas engaged in corrupt
or fraudulent practices in competing for, or in @xng another contract
funded with Japanese ODA Loans or other Japanege OD

An Applicant may be a single entity or any camation of entities in the form of
joint venture or association (JVA) with the formatent, as evidenced by a
letter of intent, to enter into an agreement oraurath existing agreement. In the
case of a JVA,

(a) unless otherwise specified in the POl partners shall be jointly and
severally liable for the execution of the Contraccticcordance with the
Contract terms, and

(b) the JVA shall nominate a Representative whdl $laze the authority to
conduct all business for and on behalf of any dirti@partners of the JVA
during the prequalification process and, in the nevehe JVA is
prequalified, during the bidding process, and ie #vent the JVA is
awarded the Contract, during contract execution.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



Section I. Instructions to Applicants 7

4.2

4.3

4.4

45

46

5. Eligible Goods 5.1
and Related
Services

An Applicant and all partners constituting tApplicant shall be from an
eligible source country as listed in Section V,tLé$ Eligible Countries of
Japanese ODA Loans, which are all the areas ariteatiountries.

An Applicant shall not have a conflict of irgst. All Applicants found to have a
conflict of interest shall be disqualified from peipating in this
prequalification process. An Applicant may be cdaséd to have a conflict of
interest with one or more parties in this prequediion process if:

(a) an Applicant has been engaged by the Emplaygrdvide consulting
services for the preparation related to procurerf@amor implementation
of the project;

(b) an Applicant is any of its associates/affila{gnclusive of parent firms)
mentioned in subparagraph (a) above; or

(c) an Applicant lends, or temporarily seconds peysonnel to firms or
organizations which are engaged in consulting sesvfor the preparation
related to procurement for or implementation of thject, if the
personnel would be involved in any capacity ondéume project.

An Applicant shall submit only one applicatitnthe same Prequalification
process, either individually as an Applicant orapartner of a JVA. An

Applicant who submits, or participates in, morentloae application will cause
all the applications in which the Applicant hastjg#pated to be disqualified.
No Applicant can be a subcontractor while subnittian application

individually or as a partner of a JVA in the sanmredealification process. A
subcontractor in any application may participatenore than one application,
but only in that capacity.

An Applican, that has been determined to be ineligible by Ji€Accordanc
with ITA 3 and as specified in PDS, shall not bigible to be awarded a
contract.

Applicanis shall provide such evidence of their continuedileility satisfactory
to the Employer, as the Employer shall reasonaajyest.

All Goods and related services to be supplied undetdingract to be financ
by JICA shall have their origin in any country iocardance with Section V,
List of Eligible Countries of Japanese ODA Loans.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)
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6. Sections of 6.1
Prequalification
Documents

6.2
6.3
6.4
6.5

7. Clarification of 7.1
Prequalification
Documents

8. Amendment of 8.1
Prequalification
Documents

B. Contents of the Prequalification Documents

The documents for the prequalification of Apatits (hereinafter referred to as
“Prequalification Documents”) consist of parts Idahwhich comprise all the
sections indicated below, and should be read ijucction with any Addendum
issued in accordance with ITA 8.

PART 1 Prequalification Procedu

e Section I. Instructions to Applicants (ITA)

e Section Il. Prequalification Data Sheet (PDS)

« Section Ill. Qualification Criteria and Requirenten

e Section IV. Application Forms

e Section V. List of Eligible Countries of Japaned@/0_oans
PART 2 Works Requirements

« Section VI. Scope of Works

The “Invitation for Prequalification” issued the Employer is not part of the
Prequalification Documents. A sample form is preddas an attachment to
these Prequalification Documents for informatioilyon

The Employer accepts no responsibility for tbempleteness of the
Prequalification Documents and its addenda unlesg Wwere obtained directly
from the Employer.

The Applicant is expected to examine all indtons, forms, and terms in the
Prequalification Documents and to furnish all infiation or documentation
required by the Prequalification Documents.

General information on the climate, hydrologgpography, access to site,
transportation and communications facilities, maldfacilities, project layout,
expected construction period, and other servicddagilities to be provided by
the Employer is furnished in Section VI, Scope airité.

A prospective Applicant requiring any clarificm of the Prequalification
Documents shall contact the Employer in writingtreg Employer’'s address
indicated in the PDS The Employer will respond in writing to any reguéor
clarification provided that such request is receéine later than fourteen (14)
days prior to the deadline for submission of agians. The Employer shall
forward copies of its response to all Applicantsowhave acquired the
Prequalification Document directly from the Emplpjrcluding a description
of the inquiry but without identifying its sourc8hould the Employer deem it
necessary to amend the Prequalification Documeatrasult of a clarification,
it shall do so following the procedure under ITAu®d in accordance with the
provisions of ITA 17.2.

At any time prior to the deadline for submiasid applications, the Employer
may amend the Prequalification Documents by issaitugnda.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)



Section I. Instructions to Ap

plicants 9

8.2

8.3

9. Cost of 9.1
Applications

10. Language of 10.1
Application

11. Documents  11.1
Comprising
the Application

12. Application 121
Submission
Form

13. Documents 13.1
Establishing the
Eligibility of the
Applicant

14. Documents 14.1
Establishing the
Quialifications of
the Applicant

Any addendum issued shall be part of the Pidéigadion Documents and shall
be communicated in writing to all who have obtairtbé Prequalification
Documents from the Employer.

To give prospective Applicants reasonable timeake an addendum into
account in preparing their applications, the Emetognay, at its discretion,
extend the deadline for the submission of appboati

C. Preparation of Applications

The Applicant shall bear all costs associatéth whe preparation and
submission of its application. The Employer shalho case be responsible or
liable for those costs, regardless of the conduct oatcome of the

prequalification process.

The application as well as all correspondarmd documents relating to the
prequalification exchanged by the Applicant andEh#ployer, shall be written
in the languagespecified in the PDS Supporting documents and printed
literature that are part of the application mayirbanother language, provided
they are accompanied by an accurate translatitimeafelevant passages in the
languagespecified in the PDSin which case, for purposes of interpretation of
the application, the translation shall govern

The application shall comprise the following:

(@) Application Submission Form, in accordance WA 12;

(b) documentary evidence establishing the Applisaneligibility to
prequalify, in accordance with ITA 13;

(¢) documentary evidence establishing the Applisamfualifications, in
accordance with ITA 14; and

(d) any other document requiredsgecified in the PDS

The Applicant shall prepare an Application 1igsion Sheet using the form
furnished in Section IV, Application Forms. Thisrfh must be completed
without any alteration to its format.

To establish its eligibility in accordance with ITAthe Applicant shall comple
the eligibility declarations in the Application Sulssion Form and Forms ELI
(eligibility) 1.1 and 1.2, included in Section I¥pplication Forms.

To establish its qualifications to perform the cant(s) in accordance wi
Section lll, Qualification Criteria and Requirem&nthe Applicant shall
provide the information requested in the correspandorms included in
Section IV, Application Forms.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)

GRP Structural Lining Method

Under YAP (III)
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15. Signing ofthe 15.1 The Applicant shall prepare one original of the woents comprising tr
Application application as described in ITA 11 and clearly marfORIGINAL". The
and Number of original of the application shall be typed or waittin indelible ink and shall be
Copies signed by a person duly authorized to sign on lheifidhe Applicant.

15.2 The Applicant shall submit copies of the styeiginal application, in the
numberspecified in the PD$Sand clearly mark them “COPY”. In the event of
any discrepancy between the original and the cothiesriginal shall prevail.

D. Submission of Applications

16. Sealing and 16.1 The Applicant shall enclosthe original and the copies of the application
Identification sealed envelope that shall:
of Applications (&) bear the name and address of the Applicant;

(b) be addressed to the Employer, in accordanttelWA 17.1; and
(c) bear the specific reference identification twemof this prequalification
process, if any, indicated in PDS 1.1.

16.2 The Employer will accept no responsibility fmt processing any envelope
that was not identified as required.

17. Deadline for 17.1  Applicants may always submit their applicasiony mail or by hand.
Submission of Applications shall be received by the Employehataddress and no later than
Applications the deadlinéndicated in the PDS A receipt will be given for all applications

submitted.

17.2  The Employer may, at its discretion, extéredeadline for the submission of
applications by amending the Prequalification Doenta in accordance with
ITA 8, in which case all rights and obligations the Employer and the
Applicants subject to the previous deadline shadtgafter be subject to the
deadline as extended.

18. Late 18.1 The Employer reserves the right to accepgject late applications.
Applications

19. Opening of 19.1 The Employer shall prepare a record of thenimgeof applications that shall
Applications include, as a minimum, the name of the Applicantofay of the record shall

be distributed to all Applicants.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document

sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)
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20.

21.

22,

23.

Confidentiality

Clarification of
Applications

Responsiviness
of Applications

Subcontractors

24. Evaluation of

Applications

20.1

20.2

21.1

21.2

22.1

23.1

23.2

241

24.2

E. Procedures for Evaluation of Applications

Information relating to the evaluationapplications, and recommendation
prequalification, shall not be disclosed to Appfitsaor any other persons not
officially concerned with such process until theification of prequalification
is made to all Applicants.

From the deadline forubmission of applications to the time of notificatiof
the results of the prequalification in accordandéh WA 28, any Applicant
that wishes to contact the Employer on any matteated to the
prequalification process, may do so but only irtivwg.

To assist in the evaluation of applications, theplxyer may, at its discretiol
ask any Applicant for a clarification of its apgltton which shall be submitted
within a stated reasonable period of time. Anyes for clarification and all
clarifications shall be in writing.

If an Applicant does not provide clarificationstb& information requested |
the date and time set in the Employer’s requestl&oification, its application
may be rejected.

The Employer may reject any application which ig responsive to th
requirements of the Prequalification Documents.

Applicants planning to subcontract any of the keyivédties indicated in
Section Ill, Qualification Criteria and Requiremgrghall specify the activity
(ies) or parts of the Works to be subcontractethénApplication Submission
Form. Applicants shall clearly identify the propds specialist
subcontractor(s) in Forms ELI-1.2 and EXP (expax@@t.2(b) in Section IV,
Application Forms. Such proposed specialist sutractor(s) shall meet the
corresponding qualification requirements specifiad Section I,
Qualification Criteria and Requirements.

At this time, the Employer does not intemeéxecute certain specific parts of
the Works by subcontractors selected in advandkeédimployer (Nominated
Subcontractors)nless otherwise stated in th®DS

. Evaluation of Applications and Prequalificationof Applicants

The Employer shall use the factors, methodseria, and requirements
defined in Section Ill, Qualification Criteria aRkquirements to evaluate the
gualifications of the Applicants. The use of othmethods, criteria, or
requirements shall not be permitted. The Emplogserves the right to waive
minor deviations in the qualification criterialifey do not materially affect the
capability of an Applicant to perform the contract.

Only the qualifications of subcontractorstthave been identified in the
application may be considered in the evaluaticemofpplicant. However, the

general experience and financial resources of sukaxiors may not be added
to those of the Applicant for purposes of preqigdifon of the Applicant.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (I1I)
GRP Structural Lining Method Under YAP (III)
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25.

26.

27.

28.

29.

Employer’s
Right to
Accept or
Reject
Applications

Prequalifica-
tion of
Applicants

Notification of
Prequalifica-
tion

Invitation for
Bids

Changes in
Qualifications
of Applicants

243

25.1

26.1

27.1

28.1

28.2

20.1

Unless otherwise indicated in thd°DS this prequalification shall be for a
single contract.

The Employer reserves the right to acceptjact any application, and to
annul the prequalification process and reject pjpliaations at any time,
without thereby incurring any liability to Applicts

All Applicants, whose applications have beeternined to be substantially
responsive to the requirements of the PrequalifinaDocuments and who
have met or exceeded (“passed”) the specified btdscriteria, shall be

prequalified by the Employer.

Once the Employer has completed the evaluafidine applications, it shall
notify all Applicants in writing of the names ofdake Applicants who have
been prequalified.

Promptly after the notification of the resutif the prequalification, the
Employer shall invite bids from all the Applicatkst have been prequalified.

Bidders may be required to provide a Bid Sgcacceptable to the Employer
in the form and an amount to be specified in thedBig Documents, and the
successful Bidder shall be required to provide doP@ance Security to be
specified in the Bidding Documents.

Any change in the structure or formation of Applicant after being

prequalified in accordance with ITA 26 and invitecbid shall be subject to a
written approval of the Employer prior to the démelifor submission of bids.
Any such changes shall be submitted to the Emplogefater than fourteen
(14) days after the date of the Invitation for Bid&ich approval shall be
denied if as a consequence of the change;

@ the prequalified Applicant, after the change,longer substantially
meets the qualification criteria set forth in Seutill, Qualification
Criteria and Requirements; or

(b) in the opinion of the Employer, a substant&luction in competition
may result.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by

Prequalification Document
JICA funded Yamuna Action Plan Project (I1I)

GRP Structural Lining Method Under YAP (III)
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Section Il. Prequalification Data Sheet

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by
GRP Structural Lining Method Under YAP (III)

Prequalification Document
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A. General

ITAL1l1

The reference identification number of this Invitatfor Prequalification is

PQ —YAP(lll) (K-2/2012-13)

ITA1l1

The name of the Employer is Delhi Jal Board

ITAL1l1

The name of the package comprising this contract is

‘REHABILITATION OF TRUNK SEWER NO.5 AND JHILMIL COL  ONY
SEWER OF SIZES VARYING FROM 1600MM TO 2100MM DIA. I N
KONDLI ZONE BY GRP STRUCTURAL LINING METHODUNDER YA P

any’

ITA2.1

The name of the Borrower is: National River Conagon Directorate (NRCD), Ministry

of Environment and Forests (MoEF), Government dfdr{Gol)

ITA2.1

The number of the Loan AgreementJiCA LOAN NO. ID-P215
The amount of a Japanese ODA LoadiBY 32,571 Million

The signed date of the Loan Agreemerit18 February, 2011

ITA2.1

The name of the ProjectisYAMUNA ACTION PLAN PROJECT (lll)

ITA4.1

Being it a technical contract, technically soundmper shall be considered as Lead partn:
case of JVA. Technical sound partner will be the who hagxperiencef Construction
and/or Rehabilitation, Testing & Commissioning of:
a. Gravity Sewer(s) of 1200mm Dia or above for a minimlength of 1.5Km

OR
b. Gravity Sewer(s) of 1000mm Dia or above for a mimin length of 2.0Km

OR
c. Gravity Sewer(s) of 900mm Dia or above for a mimimlength of 2.5Km

The above projects should have been commissionkedtiiO years as on date
submission of PQ and should be running successhdiseafter.

ITA4.5

Any Applicant which has been barred by the Cendrabtate government, or any en

controlled by them (controlling stake) from papiiing in any project and the bar

commence / subsists as on the date of issue of\PRand/or submission of bid and/or an
date before the issue of work order, the Applicdrall not be eligible to submit the PQ

bid, either individually or as a member of JVA dhthe bids are already submitted the

same shall be rendered invalid.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (III)
GRP Structural Lining Method Under YAP (III)
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B. Contents of the Prequalification Documents

ITA7.1 For clarification purposes only, the Employer's address
Attention:

EXECUTIVE ENGINEER [C] DR. X
DELHI JAL BOARD,

JAGRITI SPS,

KARKARDOOMA CROSSING,
DELHI-110092

TeleFax: 011-22374543

Email addresseecdl10.djb@nic.in

C. Preparation of Applications

ITA 10.1 The language of the application as well as of @tespondence is : English

translation in English language and shall be delyified. Such translated versions sha
prevail and will be used for interpreting the infation.

ITA11.1(d) The Applicant shall submit with its applicatione tollowing additional documents:
Form EXP — 5- Format for Experience Certificates

Form — 6- Format for Affidavit

Form — 7- Minutes of Clarification Meeting issuegd®JB

Annexure — |: Format for Seeking Clarification

ITA15.2 In addition to the original, the number of copebé submitted with the application i3 :
(Three) Hard Copiesand3 (Three) Soft Copies

Where information is provided in another languameshall be accompanied by a

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document

sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (III)
GRP Structural Lining Method Under YAP (III)
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D. Submission of Applications
ITA17.1 Applicants may always submit their application fwequalification in sealed envelopeg,
either by hand, by courier or by registered mathimaddress mentioned below:
EXECUTIVE ENGINEER [C] DR. X
DELHI JAL BOARD,
JAGRITI SPS,
KARKARDOOMA CROSSING,
DELHI-110092
And be clearly marked :
Application to prequalify for JICA Assisted Yamuna Action Plan Project (lll) —
“Prequalification for “Rehabilitation of Trunk SeweiNo.5 and Jhilmil Colony Sewer
of sizes varying from 1600mm To 2100mm Dia. in Ktirkbne by GRP Structural
Lining Method Under YAP (l11)”
The deadline for application submission is:
Date: 18-02-2013
Time: 15:00 hrs
E. Procedures for Evaluation of Applications
ITA 23.1 & 23.2| The clauses stand deleted, as subcontracting enoitted
F. Evaluation of Applications and Prequalificationof Applicants
ITA 24.3 As stipulated in ITA 1.1, this prequalification egise shall be for multiple contracts.
The Employer will prequalify each Applicant for aarimum contract value (bidding
capacity). An Applicant shall be allowed to bid &my contract within his bidding capacity.
However, he may only be awarded a maximum numbeomtfacts for which he meets the
aggregated requirements of such contract combméiward capacity). A bidder's award
capacity will be determined during bid evaluatiohew additional information such as (i)
current contract commitments, (ii) cash flow capadiii) equipment to be allocated, and
(iv) personnel to be fielded will be assessed.
Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document

sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by JICA funded Yamuna Action Plan Project (III)
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Section IIl. Qualification Criteria and Requirements

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by
GRP Structural Lining Method Under YAP (III)

Prequalification Document
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Eligibility and Qualification Criteria Compliance Requirements Documentation
Joint Venture or Association
No Subject Requirement Single Submission
' ) d Entity All Partners At Least One | Requirements
) Each Partner
Combined Partner
1. Eligibility
Existing or
1.1 . . Nationality in accordance with ITA Must meet | intended JVA| Must meet Forms ELI B L1
Nationality . ! N/A and 1.2 with
Sub-Clause 4.2. requirement| must meet requirement
. attachments
requirement
Existing or Application
Conflict of No conflicts of interest in ITA Must meet | intended JVA| Must meet pplicalic
1.2 . . N/A Submission
Interest Sub-Clause 4.3. requirement| must meet | requirement Eorm
requirement
Not having been declare Existing J\A Application
1.3 Ine‘I]'IC't/JA'\I't ineligible by JICA, as described rg/lujtrxee;t must meet r';/lujtrg:ﬁee:]t N/A Submission
'gIbIty in ITA Sub- Clause 4.5. q requirement q Form

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes varying from 1600mm To
2100mm Dia. in Kondli Zone by GRP Structural Lining Method Under YAP (III)

Prequalification Document

JICA funded Yamuna Action Plan Project (III)
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Eligibility and Qualification Criteria Compliance Requirements Documentation
. Joint Venture or Association o
No Subject Requirement Smgle Sub_rmssmn
' Entity All Partners Each Partner | At Least One | Requirements
Combined Partner
2. Historical Contract Non-Performance
2.1 | History of Non-performance of a contract ¢| Must mee N/A Must mee: N/A Form COM-2
Non-Performing | not occur within the last two2j | requirement requirement
Contracts years prior to the deadline forby itself or by itself or as
application submission based on [alls partner tg partner to pas
information on fully settled disputeés past or or existing
or litigation. existing JVA
A fully settled dispute or litigation ~ JVA
is one that has been resolved|in
accordance with the Dispute
Resolution Mechanism under the
respective contract and where fqll
appeal instances available to the
Applicant have been exhausted.
2.2 | Pending The applicant shall submit aloi| Must mee N/A Must mee! N/A Form CON- 2
Litigation with, the bid details of all pendingrequirement requirement
litigation. The maximum possible by itself or by itself or as
legal liability arising out of all the as a partner a partner to
pending litigation should not exceed to past or past or
50% of net worth of the applicant| existing existing JVA
JVA

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes varying from 1600mm
To 2100mm Dia. in Kondli Zone by GRP Structural Lining Method Under YAP (I1I)

Prequalification Document
JICA funded Yamuna Action Plan Project (I1I)
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Eligibility and Qualification Criteria Compliance Requirements ' Documentation

_ Joint Venture or Association o
Single Submission

Entity All Part_ners Each Partner At Least One | Requirements
Combined Partner

No. Subject Requirement

3. Financial Situation

3.1 | Financial Submission of audited balan{ Must mee! N/A N/A Must meet | Form FIN-3.1
Performance sheets or if not required by the law|ofequirement requirement | with attachments
the Applicant's country, othgr
financial statements acceptable |to
the Employer, for the last five (5)
years to demonstrate the current
soundness of the Applicants
financial position and its prospective
long term profitability.
As the minimum requirement, an
Applicant’s net worth for any 3 years
calculated as the difference betwgen
total assets and total liabilities
should be positive.
3.2 | Average Annual | Minimum average annu| Must mee Must mee! Must meet | Must meet 40 Form FIN-3.2
Construction construction turnover of INR 765 requirement| requirement 25% of the % of the

Turnover million calculated as total certified requirement | requirement
payments received for contracts |in
progress or completed, within the
last 5 years.

Notes: -

All the financials shall be taken into consideraticat the time of bidding

All the financial calculations required shall be d@ by applicant and shall be certified by its chemtd accountant, else the information
will not be considered for evaluation.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes varying from Prequalification Document
1600mm To 2100mm Dia. in Kondli Zone by GRP Structural Lining Method Under YAP (III) JICA funded Yamuna Action Plan Project (III)
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Eligibility and Qualification Criteria

Compliance Requirements

Documentation

No.

Subject

Requirement

Single
Entity

Joint Venture or Association

All
Partners
Combined

Submission

Each Requirements

Partner

At Least One
Partner

4. Experience

4.1

General
Construction
Experience

The applicant should have succes
experience  of  Construction and
Rehabilitation, Testing & Commissioning o

a. Gravity Sewer(s) of 1200mm Dia or abo
for a minimum length of 3.0Km

OR

b. Gravity Sewer(s) of 1000mm Dia or abg
for a minimum length of 4.0Km

OR

c. Gravity Sewer(s) of 900mm Dia or abo
for a minimum length of 5.0Km

The above projects should have bg
commissioned in last 10 years as on date
submission of PQ and should be runn
successfully thereafter.

Must mee!
orequirement
f:

ve

Ve

ren
> of
ng

Must mee!
requirement

N/A Form EXP-4.1

N/A

Specific
Construction
Experience

The applicant should have experience
Trenchless Sewer Rehabilitation by G
Structural Lining Method, Desilting, CCT
Survey, Condition Assessment Structu
Liner Design using WRc Manual/ASTH
Standards and its Installation for enhanc
Structural Integrity and improving Hydraul
Conveyance etc. of Dia.1200mm or above f
minimum length of 3.0 Km.

The above projects should have bg
commissioned in last 10 years as on dat¢

Must mee

RRequirement
vV
ral
v
ing
c

Or a

en
> of

submission of PQ and should be runn

ng

Must mee!
requirement

N/A N/A Form EXP-4.2

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes varying from
1600mm To 2100mm Dia. in Kondli Zone by GRP Structural Lining Method Under YAP (III)

Prequalification Document
JICA funded Yamuna Action Plan Project (III)
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Eligibility and Qualification Criteria Compliance Requirements Documentation
Joint Venture or Association
. , Single Submission
. All .
No. Subject Requirement Entity o Each | AtLeastOne| Requirements
. Partner Partner
Combined
successfully thereaft. |

Notes:

a) Applicants having experience of said works as satoaotor shall not be considered.

b) The experience of the firm who will actually exedhte work will be considered.

¢) Any Applicant which has been barred by the Cemtr&tate government, or any entity controlled nth(controlling stake) from participating in
any project and the bar commence / subsists ak@ddte of issue of PQ / NIT and/or submissionicfibhd/or any date before the issue of wprk
order, the Applicant shall not be eligible to subthe PQ / bid, either individually or as a membédVA and if the bids are already submitted the
same shall be rendered invalid.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes varying from Prequalification Document
1600mm To 2100mm Dia. in Kondli Zone by GRP Structural Lining Method Under YAP (III) JICA funded Yamuna Action Plan Project (III)
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Section IV. Application Forms

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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Application Submission Form

Date:[insert day, month, year]
Reference ID NojJinsert number, if any]

To: [insert full name of Employer]

We, the undersigned, apply to be prequalifiedfercontract of referenced number and declare that:

(@)

(b)

()

(d)

(e)

We have examined and have no reservatiohg tBriequalification Documents, including Addendym(s
No(s), issued in accordance with Instructions tglgants (ITA) Clause 8finsert the number and
issuing date of each addendum].

We, including any subcontractors or suppliess &ny part of the contract resulting from this
prequalification process, have nationalities frofigilele countries of Japanese ODA Loans, in
accordance with ITA Sub-Clause 4[thsert the nationality of the Applicant, includingat of all
partners in case of a Joint Venture, and the natiity) of each already identified subcontractor and
supplier of related services, if applicable];

We, including any subcontractors or suppliss any part of the contract resulting from this
prequalification, do not have any conflict of irgst, in accordance with ITA Sub-Clause 4.3;

We, including any subcontractors or supplitss any part of the contract resulting from this
prequalification, have not been declared ineligibleccordance with ITA Sub-Clause 4.5 and with
PDS against Clause 4;

We understand that you may cancel the predgatibn process at any time and that you are neithe
bound to accept any application that you may receor to invite the prequalified Applicants to Iid

the contract subject of this prequalification, with incurring any liability to the Applicants, in
accordance with ITA Clause 25.

Signed [insert signature(s) of an authorized reprgative(s) of the Applicant]

Name [insert full name of person signing the agion]

In the capacity of [insert capacity of person signthe application]

Duly authorized to sign the application for andlmhalf of:

Applicant’'s name [insert full name of Applicant]

Address [insert street number/town or city/couiaitigress]

Dated on [insert day number] day of [insert mon{hjsert year]

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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Form ELI -1.1-Applicant Information Form

Date:[insert day, month, year
Reference ID Nofinsert number, if any]

Pagdfinsert page numberdf [insert total numberjpages

Applicant's legal name

[insert full legal name]

In case of Joint Venture (JV), legal name of eactmer:

[insert full legal name of each partner in JV]

Applicant's actual or intended country of constitut

[indicate country of Constitution]

Applicant's actual or intended year of constitution
[indicate year of Constitution]

Applicant's legal address in country of constitaitio

[insert street/ number/ town or city/ country]

Applicant's authorized representative information
Name[insert full legal name]

Address{insert street/ number/ town or city/ country]

Telephone/Fax number#sert telephone/fax numbers, including country &ity codes]

E-mail addresgindicate E-mail address]

Attached are copies of original documents of

O Articles of incorporation or documents of congtidn, and documents of registrationtbé legal entit
named above, in accordance with ITA 4.1 and 4.2.

O Incase of JV, letter of intent to form JV or Jyt@ement, in accordance with ITA 4.1.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes

varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP
Structural Lining Method Under YAP (III)

Prequalification Document
JICA funded Yamuna Action Plan Project (III)
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Form ELI -1.2- Applicant Partner Information Form

[The following form shall be filled in for the Ajppdnt's partners including partner(s) of a jointntare,
subcontractors, suppliers, and other partners]

Date:[insert day, month, yeatr]
Reference ID Nofinsert number, if any]
Pagdinsert page numberdf [insert total numberjpages

JV Applicant legal name:

[insert full legal name]

Applicant Partner’s legal name:

[insert full legal name of Applicant partners]

Applicant Partner’s country of registration:

[indicate country of registration]

Applicant Partner’s year of constitution:

[indicate year of constitution]

Applicant Partner’s legal address in country ofstiaution:

[insert street/ number/ town or city/ country]

Applicant Partner’s authorized representative mfion

Name:[insert full legal name]

Addressiinsert street/ number/ town or city/ country]

Telephone/Fax numbedsnsert telephone/fax numbers, including country aity codes]
E-mail addresdindicate E-mail address]

Attached are copies of original documents of

[0 Articles of incorporation or documents of congtdn, and registration documents of the legal gnt
named above, in accordance with ITA 4.1 and 4.2.

—

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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Form CON — 2-Historical Contract Non-Performance

[The following table shall be filled in for the Ajgant and for each partner of a Joint Venture]

Date:[insert day, month, year]

Applicant’s Legal Namdjinsert full name]

Applicant’s Party Legal Nameirsert full name]
Reference ID Nofinsert number, if any]

Pagdinsert page numberdf [insert total numberJpages

1. History of Non-Performing Contracts

Non-Performing Contracts

O Contract non-performance did not occur during[thenber] years specified in Section I,
Qualification Criteria, and Requirements, Sub-Fa2ta.

0 Contract(s) not performed during tirumber] years specified in Section Ill, Qualification @rita
and Requirements, requirement 2.1

Year | Non performed Contract Identification Total Contract
portion of Amount (current
contract value, US$
equivalent)

[insert | [insert amount | Contract Identificationfindicate complete contract name, [insert amount]
year] | and percentage]lnumber, and any other identification]

Name of Employetrinsert full name]
Address of Employefinsert street/city/country]
Reason(s) for non performangiedicate main reason(s)]

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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2. Pending

Pending Litigation

o No pending litigation in accordance with Sectidh Qualification Criteria and Requirements, S

Factor 2.2

o Pending litigation in accordance with Section [@ualification Criteria, and Requirements, Suk

Factor 2.2 as indicated below.

Year Outcome as Contract Identification Total Contract
Percentage of Amount (current
Net Worth value,
US$ equivalent)
[insert [insert Contract Identification[indicate [insert amount]
year] percentage] complete contract name, number, and any

other identification]

Name of Employerfinsert full name]
Address of Employeifinsert
street/city/country]

Matter in disputefindicate main issues in

dispute]
Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)

Structural Lining Method Under YAP (III)
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Form FIN — 3.1- Financial Situation

[The following table shall be filled in for the Amant and for each partner of a Joint Venture]

Date:[insert day, month, year]

Applicant’'s Legal Namdjinsert full name]

Applicant’'s Party Legal Naméinsert full name]
Reference ID Nofinsert number, if any]

Pagelinsert page numbendf [insert total number]pages

1. Financial Data

Historic Information for Previous [insert number] years,
[insert in words]
(US$ Equivalent)

Year 1 Year 2 Year 3 Year... Yearn

Information from Balance Sheet

Total Assets (TA)

Total Liabilities (TL)

Net Worth (NW)

Current Assets (CA)

Current Liabilities (CL)

2. Information from Income Statement
Total Revenue (TF

Profits Before Taxes (PB

Profits After Taxes (PA”
Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)

Structural Lining Method Under YAP (III)
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3. Financial Documents
The Applicant and its partners shall provide coméghe balance sheets and/or financial statenfents
[number] years pursuant to Section lll, Qualifications €nia and Requirements, Sub-factor 3.1. The
financial statements shall:

(a) reflect the financial situation of the Applitar partner to a JV, and not sister or parentpzones.

(b) be audited by a certified accountant.

(c) be complete, including all notes to the finahstatements.

(d) correspond to accounting periods already cotegland audited (no statements for partial periods
shall be requested or accepted).

0 Attached are copies of financial statements (lm&asheets including all related notes, and income
statements) for thenumber] years, as indicated above, and complying withrélg@irements.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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Form FIN - 3.2- Average Annual Construction Turnove
[The following table shall be filled in for the Apyant and for each partner of a Joint Venture]

Date:[insert day, month, year]

Applicant's Legal Namdinsert full name]

Applicant's Party Legal Namgnsert full name]
Reference ID Nolinsert number, if any]

Pagdinsert page numberdf [insert total numberJpages

Annual Turnover Data (Construction only)

Year Amount and Currency Exchange Rate US$ Equivalent
[indicate [insert amount and indicate [insert applicable | [insert amount in US$ equiv.
year] currency] exchange rate]

Average Annual Construction Turnover *

*  Average Annual Construction Turnover calculatesl total certified payments received for work in
progress or completed, divided by the number ofs/specified in Section Ill, Qualification Critergad
Requirements, Sub-Factor 3.2.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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Form EXP - 4.1-General Construction Experience

[The following table shall be filled in for the Algant and for each partner of a Joint Venture]

Date:[insert day, month, year]

Applicant's Legal Namdinsert full name]

Applicant’'s Party Legal Naméinsert full name]
Reference ID Nolinsert number, if any]

Pagdinsert page numberdf [insert total numberjpages

[Identify contracts that demonstrate continuousstaction work over the past [number] years purduian
Section Ill, Qualification Criteria and RequirementSub-Factor 4.1. List contracts chronologically,
according to their commencement (starting) dates.]

General Construction Experience
Starting Ending o Role of
Month / Month / Contract Identification .
Applicant
Year Year
[indicate | [indicate | Contract nam¢insert full name [insert "Contractor” of
month/ yearinonth/ year]Brief description of the Works performed by the "Subcontractor” or
Applicant:[describe Works performed briefly] "Management
Name of Employeirfindicate full name] Contractor”]
Addressiindicate street/number/town or city/country]
Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)

Structural Lining Method Under YAP (III)
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Form EXP - 4.2(a)-Specific Construction Experience

[The following table shall be filled in f
Venture.]

Fill up one (1) form per contract.

or contrecperformed by the Applicant, each partner of entlo

Date: [nsert day, month, yepr

Applicant's Legal Nameirjsert full namé

Applicant’s Party Legal Nameirjsert full namé
Reference ID No.:ifisert number, if arly

Page insert page numbgpf [insert total numbdrpages

Contract of Similar Size and Nature

Similar Contract No.
[insert number]of [insert number of
similar contracts required]

Information

Contract Identification

[insert contract name and Reference ID number, if

Award Date

[insert day, month, year, i.e., 15 June, 2015]

Completion Date

[insert day, month, year, i.e., 03 October, 2017]

Role in Contract

Prime Contractor Only

Total Contract Amount

[insert total contract amount in US$]

If partner in a JV, specify participation
total contract amount

[insert a percentage
amount]

[insert total contract amount in US$]

Employer's Name:

[insert full name]

Address

Telephone/Fax Number:

E-mail:

[indicate street / number / town or city / count

[insert telephone/fax numbers, including countrglan
city area codes]

[insert E-mail address, if available]

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP

Structural Lining Method Under YAP (III)

Prequalification Document
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Form EXP - 4.2(a)-Specific Construction Experiencgcont.)

Similar Contract No.
[insert numbdrof [insert number of
similar contracts required

Information

Description of the similarity in
accordance with Sub-Factor 4.2 of
Section lll:

1. Amount

[insert amount in US]

2. Physical Size

[insert physical size of activitie

3. Complexity

[insert description of complexit

4. Methods/Technology

[insert specific aspects ¢he methodstechnology involvein

the contract]

[insert other characteristics as describedSection N, Scop:

5. Other Characteristics of Works]
Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)

Structural Lining Method Under YAP (III)



Section IV. Application Forms

35

Form EXP - 4.2(b)-Specific Construction Experiencén Key Activities

Fill up one (1) form per contract.

Date:[insert day, month, year]
Applicant's Legal Namdinsert full name]

Applicant's Party Legal Nam@nsert full name]
Subcontractor’'s Legal Name (as per ITA 23ia¥ert full name]

Reference ID Nolinsert number, if any]

Pagdinsert page numberdf [insert total numberlpages

1. Key Activity No. (1) [insert brief description of the Activity, emphasgits specificity]

Contract with Similar Key Activities

ltem

Information

Contract Identification

[insert contract name and number, if applicable]

Award Date

[insert day, month, year, i.e., 15 June, 2015]

Completion Date

[insert day,

month, year, i.e., 03 October, 2017]

Role in Contract
[check the appropriate box]

Prime
Contractor
O

Management Subcontractor
Contractor
O O

Total Contract Amount

[insert total contract amount in US:

If partner in a JV or subcontractor, speci
participation of total contract amount

[insert a percentag
fy amount

[insert total contract amount in U{

Employer's Name

[insert full name

Address
Telephone/Fax Number:

E-mail:

city area codes]

[indicate street / number / town or city / coun
[insert telephone/fax numbers, including countrg an

[insert E-mail address, if available]

2. Activity No. (2)
3. Activity No. (3)

Rehabilitation of Trunk Sewer No.5 and Jhilmil

Colony Sewer of sizes

varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP

Structural Lining Method Under YAP (III)

Prequalification Document
JICA funded Yamuna Action Plan Project (III)
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Form EXP — 5- Format for Experience Certificates
(To be self attested by the bidder)

The Contractor should submit the experienegtifccates from the respective clients coritainthe
following information:

Name of Work

Location

Scope of Work

Capacity

Cost of Work

Name of Client

Details of Client (Department, address, tetapdnumber, email id)
Duration of Work

Scheduled date of start of Work

© © N o 0 M w DN P

=
o

. Schedule date of completion of Work

[N
=

. Actual date of start of Work

=
N

. Actual date of completion of Work

=
w

. Delay, if any

H
N

. Amount of penalty, if any

=
a1

. Present status of Work

=
(o))

. Performance of Work

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
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Form — 6- Format for Affidavit

AFFIDAVIT
(To be filled by the bidder)
Date:

From,
(Contractor’s Detail)

To,

Delhi Jal Board (Govt. of NCT of Delhi),
Varunalya Phase-Il, Karol Bagh,

New Delhi - 110005

Contract: (Contract Name)

Dear Sirs,
I/'We have annexed to this Bid the following docutsen

(iy Original Power of Attorney or other proof afthority of the person who has signed the Bid goyCof
Power of Attorney or other authority.

(i) Audited Balance sheet of the Bidder for thstl5 (Five) years.
(i) Letter of award and completion certificaties the eligible projects
(iv) Documents as per the eligibility criteria

(v) Any additional documents as listed below:

I/'We hereby undertake that the statementsemadthe bid and the information given inn&mure
referred to above are true in all respemtd that in the event of any such statenmentnformation
being found to be incorrect in any particuldhe same may be construed to be a misrefatigen
entitling Delhi Jal Board to cancel the bid or terate any resultant Contract.

I/'We undertake that we have no conflict of interastspecified in the biding documents for the abov
Contract and that if found otherwise, Dellsl Board can take all requisite measuredjdiveg but not
limited to cancellation of bid or terminate anyukant Contract, as per provisions of Contract.

I/We further undertake as and when callednufpy Delhi Jal Board to produce for itsgection,
original(s) of the documents(s) of which copiesenbeen annexed hereto.

Yours faithfully,
(Signature(s) of the Bidders(s))

Name & Designation of authorized person signingBlteon behalf of the
Bidder(s) Full Name and address of the Bidder(s)
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Form — 7- Minutes of Clarification Meeting issued ly DJB

(The Applicant should attach the Minutes of Clagfion Meeting issued by DJB)

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes Prequalification Document
varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)
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Bidders are requested to submit their queridd8Word file in the format as below:

Annexure — I: Format for Seeking Clarification

FORMAT FOR SEEKING CLARIFICATION

FOR PACKAGE K2

Package No. Package Name
K2 Rehabilitation of Trunk Sewer No.5 and Jhilmil QoydSewer of Sizes varying from 1600mm to 2100mm Dia
Kondli Zone by GRP Structural Lining Method unde&R (111)
S.No.| Section and Clause Reference Queries Clarifications by DJB
Page No.

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of sizes varying from 1600mm To
2100mm Dia. in Kondli Zone by GRP Structural Lining Method Under YAP (III)

Prequalification Document
JICA funded Yamuna Action Plan Project (III)
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Section V. List of Eligible Countries of Japanese DA Loans
Eligibility for the Provision of Goods, Works andr8ices in

JICA-Financed Procurement

ALL COUNTRIES AND AREAS ARE ELIGIBLE

Rehabilitation of Trunk Sewer No.5 and Jhilmil Colony Sewer of Prequalification Document
sizes varying from 1600mm To 2100mm Dia. in Kondli Zone by GRP JICA funded Yamuna Action Plan Project (III)
Structural Lining Method Under YAP (III)



41

PART 2 — Works Requirements
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Section VI. Scope of Works
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1. Description of the Works

A. General Information

A-1.

Background

Recognizing the gravity of the pollution of rivethe Government of India (Gol) launched a
massive plan for their pollution abatement. Riveam{na was selected for undertaking pollution
control measures, as it is one of the largesttiities of the Ganges and passes through important
urban centers including Delhi and Agra in Northkerlia.

The water of River Yamuna is of reasonably goodituidroughout its length from Yamunotri to
Wazirabad in Delhi (about 375 km). The waste waalischarged through 18 drains between
Wazirabad barrage and Okhla barrage (22 km strdtal leaving the river severely polluted after
Wazirabad in Delhi. In order to control the wateligtion and improve the water quality of River
Yamuna, some important measures were taken up theeéfamuna Action Plan project. The
Yamuna Action Plan (YAP) project was formulatedtbe basis of the study conducted under
special assistance of the Japan Bank for IntematiGo-operation (JBIC) now JICA, and covers
Delhi, 8 towns of Uttar Pradesh and 6 towns of ldasy

City of Delhi

Delhi, the capital of India, is situated on the bahRiver Yamuna, surrounded in the North, West
and South by the State of Haryana and in the Batbtebstate of Uttar Pradesh. Delhi is situated at
longitude 77°13'16.08"E and latitude 28°37'58.58hd is at an average altitude of 210m above
MSL covering an area of 1486 square kilometersk(sy

The climate of Delhi is semi-arid. The mean maxim@mperature varies between 27.6° C and
40.2°C. The mean minimum temperature ranges fr&iCro 22.2°C. The average annual rainfall
is 714 mm and generally 85% precipitation occuranguthe monsoon months from June to
September.

Delhi Jal Board

Originally, the Delhi Water Supply and Sewage Dg&gdJndertaking (DWS&SDU) under the
Municipal Corporation of Delhi, was responsible fbhe production and distribution of potable
water after treating raw water from various souries River Yamuna, Bhakra storage, Upper
Ganga Canal and groundwater.

On 6th April 1998, the Delhi Jal Board (DJB) wamstituted through an Act of the Delhi
Legislative Assembly incorporating the previous D¥E®U. The DJB is one of the arms of the
Government of National Capital Territory of Delhi.
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A-2.

A-3.

Projects executed under Yamuna Action Plan (YAP —and YAP —Il in Delhi)

Under YAP-I, DJB commissioned 2 WWTPs (10 MLD eathSen Nursing Home Nallah and

Delhi Gate Nallah in 1995). It is worth mentionithgit performance for both the WWTP’s in terms
of quality and quantity is really commendable. Tteated water from both the WWTP’s is being
utilized for industrial purposes from the date loéit commissioning. DJB has ensured financial
sustainability of operation and maintenance of bloehWWTPs constructed under YAP — | funds.

Since YAP - | was not able to address the issianiuna cleanliness fully, particularly in the 22
Km stretch in Delhi and the downstream areas, few towns in U.P. were further identified that
were adding to the pollution in the river. Hencatoomplish the overall objectives of the Yamuna
Action Plan, YAP - Il was developed. .

Under YAP-II, the most critical stretches of Yamuwmare taken into consideration.

Following were the major projects:
- Construction of new 136 MLD (30 MGD) Okhla WWTP

- Construction of new 55 MLD (12 MGD) STP and renawatof 91 MLD (20 MGD) and
182 MLD (40 MGD) STPs at Keshopur

- Rehabilitation of Ring Road Trunk Sewer
- Construction of Wazirabad Road Sewer
- Rehabilitation and new construction of Bela Road&e

- Public Outreach

Yamuna Action Plan Project (l11)

With the successful implementation of YAP—II pragdJB’s own initiatives and the Interceptor
Sewer project, it is expected that water qualitiRler Yamuna will improve to desired standards.
The Interceptor Sewer Project which has been apprdy the Expenditure Finance Committee
(EFC) of the Government of India for Rs. 1357.7lu@der JNnNURM is under implementation.

Subsequent to the YAP —II projects and the lesseast in their execution and keeping the
objective of cleaning River Yamuna, the Delhi Gaweent/Delhi Jal Board have approached JICA
(Japan International Co-operation Agency) for ficiahassistance under a soft term loan for YAP

().

The main objective of YAP (lll) is to restore thetsr quality of River Yamuna to acceptable
standards by providing a commercially and techhjioczbhble solution on priority basis that can
reduce pollution in the Yamuna River. Another impat goal of the Project is to provide adequate
treatment capacity to carry anticipated flows getest by the dry weather interceptors proposed in
YAP (ll1).
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The prioritized projects include the following:

Rehabilitation of Trunk Sewers in Trans Yamuna Kbmtainage Basin and Rithala
Drainage Basin

Rehabilitation of Rising Mains in Trans Yamuna Kbridrainage Basin and Rithala
Drainage Basin

Construction of New Okhla Phase - | WWTP 136 MLD (AGD) with treated effluent
standards of BOBx 10 mg/l and TSS 10 mg/l and then Demolition of existing Okhla
Phase - | WWTP

Rehabilitation of existing Wastewater TreatmennBat Okhla, Kondli and Rithala with
focus on additional oxygen for nitrification for lenced treated water quality, improved
sludge stabilization and enhanced biogas generatien well improved bio solids
dewatering.

Upgradation of Waste Water Treatment Plants at ©{@64 MLD), Kondli (204 MLD) and
Rithala (182 MLD) conforming to effluent standamfBOD < 10 mg/l and TSS 10 mgl/l.
The treated waste water shall be used for urbatst@pe, industrial, washing of vehicles
and other non domestic purposes.
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B. Scheme Description and Scope of Work
B-1. The Project

Rehabilitation of Trunk Sewer No.5 and Jhilmil GojoSewer of sizes varying from 1600mm to
2100mm Dia. in Kondli Zone by GRP Structural Linikigthod under YAP (lll) (Approx. Length
7500m).

B-2. Scope of Work

The Scope of work involves Rehabilitation of Twos@es of Kondli Zones by GRP Structural
Lining Method. The Project entails Rehabilitatidnabout 7.6km of sewers of sizes varying from
1600mm to 2100mm. Associated works will include bhot limited to flow management and
diversion of flow, desilting and cleaning of sewg&esigning of improvement works including liner
design, local repairs, refurbishment of manholefstatement of road surface, implementation of
safety management plan, traffic management angiegriout pre & post video survey of the
rehabilitated sewers. The work also includes tafament of the site of the access shaft, if anigst
original condition.

In order to achieve the prime objective of restptime sewers to their original status so that tiey
structurally and hydraulically sound and be abledavey the sewage to sewage treatment plants and
pumping stations, it is desirable that the rehiaitin measures proposed to be carried out whider
project shall be able to:-

Restore or increase the structural capacity oséveer
Seal all opened up and leaking joints
Remove all reverse gradients and make good théegitaaf the sewer

Protect the internal surface of the sewer from ébalhrand biological attack from a
sewage environment in a tropical climate.

aoaaaQ

a

Provide adequate abrasion resistance to the imtsumtace of the sewer to prevent
structural degradation due to migration of silthdeand debris and movement of
cleansing equipment.

O Improve hydraulic performance of the sewer by usimgferials that offer least flow
resistance.

O Provide complete water tightness to the sewer
0O Plugging of all storm water drain inlets to the sesv

Manhole Rehabilitation:

The manholes constructed on the sewerage systBdBrare usually conical tapering manhole and
are built by brick masonry. The manholes are plediwith the clear openings of 560 mm size at the
top. The bottom of the manholes is generally 8mlin diameter. There are also circular and
rectangular manholes For easy access to the @dgsthe manholes are generally provided at a
distance of about 60 m. In addition scrapper maibloambers are also provided at about 150m
interval. Internal surface of some of these marthale deteriorated due to hydrogen sulphide
induced corrosion and under this project suitablebilitation works will have to be carried out to
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make good the affected areas of the manholes.
Occupational Health and Safety of Workers:

The Contractors are expected to be fully conversatiit the DJB Safety Code and IS statutory
requirements pertaining to occupational and heaithsafety of the workmen, especially working in
live sewers. It is essential for the contractordémonstrate that he has adequate safety equipment
and is fully conversant with preparation and impeaiation of project specific safety management
plans, incorporating the safety requirements of BA8 safety legislations.

Special Traffic Precautions:

Attention is specially drawn to the requirementsthuy traffic police, security personnel and road
authorities and also to the specifications regagrdiraffic Control, Access and the Reinstatement of
road surfaces etc.

It is necessary to obtain separate permissionaftin 8/ork from the respective Traffic Police, Delhi.
Obtaining the permissions from various departmshtdl be the responsibility of the successful
bidder.

B-3. Key Performance Indicators

The performance and technology shall be evaluatetiefollowing key performance indicators:

S No Key Capability Indicators Basis

Sewer Rehabilitation b'GRF
Structural Lining using
Trenchless Method, Conditian
Assessment Structural Liner
1. | Design and its Installation fgr3.0 Km
enhancing Structural Integrity
and improving Hydrauliq
Conveyance etc. of Dia.
1200mm and above

2. | Average annual turnover Minimum Rs 765 Million

2. Construction Period

The anticipated Construction Period shall be ofn2dnths including monsoon, trial run and
commissioning.

3. Site and Other Data
a) Topography:

The topography of Delhi can be divided into thrééecent parts, the plains, the Yamuna flood
plain, and the ridge. As per the topography, Disllbcated on the western fringes of the Gangetic
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b)

c)

Plains. The low altitude Yamuna flood plains pr@gdan excellent scope of agriculture, as it is
covered with the fertile alluvium brought by thev&® Yamuna and deposited here during the
frequent floods.

Seismicity:

Delhi is located in Zone IV which has fairly higkismicity where the general occurrence of
earthquakes is of 5-6 magnitude. The seismicityraaddelhi appears to be associated with a major
geological structure, which is known as the Dellridwar Ridge. This ridge constitutes an

important tectonic block between 28° - 30° N and 7¥89° E with a NE-SW trend. It coincides

with the extension of the Aravali mountain belt ath the alluvial plains of the Ganga basin to the
northeast of Delhi towards the Himalayan Mountains.

Location:

Rehabilitation of Trunk Sewer No.5 of 2100mm dia fom Road No. 57, Near Bhola Nath
Nagar Chowk to at Preet Vihar Pumping Station

The 2100 mm dia Trunk Sewer No. 5 was laid partlyd’s and partly in early 80’s and falls in
the Kondli drainage Zone. The Trunk Sewer is stgrfrom Road No. 57, Near Bhola Nath
Nagar Chowk and gravitating into Preet Vihar Purgtation. The Trunk Sewer discharges
the sewage into the Preet Vihar SPS which punipsithe Kondli WWTP. The whole of the
sewer line passes through the area which wasdbd fblain of the river Yamuna in the past,
For this reason the sub-soil water table is highthe strata is sandy. The total length of sewer
to be rehabilitated is about 3889m.

Rehabilitation of Jhilmil Colony Sewers of 1600 & 200mm Dia in Kondli Zone.

Jhilmil Colony sewer of 1600 & 2100 mm dia starsni Jhilmil colony and gravitates into
Jagriti SPS. The sewer caters to the sewage dgeludrthe area under command of Man
Sarovar Park SPS, Ram Nagar SPS, Vivek Vihar Sk§hdd Garden SPS and sewage from
the adjoining area. The Trunk Sewer was laid in2t88 having a length of 2688 mts.of 1600
mm dia and 887 mts. of 2100 mm dia. The 2100 mms#aver is made of brickbarrel and
1600mm dia is made of R.C.C pipes. The Trunk Sdalkrin the Kondli drainage Zone and
discharges the sewage into the Jagriti SPS whintpplit into the Kondli WWTP. The Trunk
Sewer starts from Jhilmil colony on Maharaja SiMaj Road via, Vikas Marg Extension &
gravitates into Jagriti Pumping Station. The whaoldhe sewer line passes through the area
which was the flood plain of the river Yamuna i fast. For this reason, the sub-soil water
table is high and the stratum is sandy. The temadjth of sewer to be rehabilitated is about
3466m.
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